	Once the data is grouped into similar catagories it is easy to see the post test configuration has had a large drop in temperature.

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	LOCATION
	1
	2
	3
	4
	5
	6
	

	 
	PLENUM TEMP READINGS

	COMMENTS
	DATE
	TIME
	AMB TEMP
	AC ON/OFF
	DRIVE DURATION
	PLENUM LOCATION
	RAD HOSE UP/LOW

	cover on / pre iso-gasket
	7/8/2005
	10:00am
	75
	off
	65mi/1hr
	138
	139
	186
	181
	152
	 n/a
	n/a

	cover on / pre iso-gasket
	7/9/2005
	1:15pm
	78
	on&off
	75mi/75min
	149
	130
	184
	186
	148
	 n/a
	184/148

	cover off/post valve & ATF cooler
	8/4/2005
	 
	76
	on/off
	97mi/90min
	102
	104
	105
	108
	98
	100
	177/155

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	36
	35
	81
	73
	54
	######
	

	
	
	
	
	
	
	47
	26
	79
	78
	50
	######
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Average change in temperature per location:
	41.5
	30.5
	80
	75.5
	52
	######
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Average change over the whole plenum:
	49.875
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	cover off - pre iso-gasket
	7/10/2005
	10:20am
	86
	on
	95mi/90min
	153
	175
	 n/a
	166
	 n/a
	 n/a
	173/166

	cover off/post valve & ATF cooler
	8/5/2005
	 
	84
	on/off
	30mi/60min
	122
	117
	123
	125
	114
	117
	180/169

	cover off/post valve & ATF cooler
	8/8/2005
	12:50
	88
	on
	11mi/25min
	115
	119
	122
	117
	110
	117
	185/153

	cover off/post valve & ATF cooler
	8/8/2005
	2:30
	90
	on
	20mi/30min
	110
	113
	112
	109
	105
	115
	170/162

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	31
	58
	######
	41
	######
	######
	

	
	
	
	
	
	
	38
	56
	######
	49
	######
	######
	

	
	
	
	
	
	
	43
	62
	######
	57
	######
	######
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Average change in temperature:
	37.333
	58.667
	######
	49
	######
	######
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Average change over the whole plenum:
	48.333
	
	
	
	
	
	


